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PA-24-260 BAGGAGE DOOR STRUT INSTALLATION STC No. SA307CH 

PULL 

OFF 

PLACARD DETAIL 
(TYPICAL) 

PLACAIRID MUST BE 

PLACED �N fPOSrnoN 

FOR V�EW�NG/READ�NG 

WHEN DOOR �S CLOSED 

#5 ROTATE SOCKET TO !FACE
BALL JO�Nu AND SNAP SOCKET ONTO 
BAll JO�IN!Ta �NST All PLACARD 
FAC�NG PASSENGER COMPARTMENT. 

----------------------------------, 

: GENERAL INSTRUCTIONS 
1 00 NOT fPUT ANY KEBPER DIEV�CE ON BALL JO�NT 
: \W/H�CH M�GH"f HHDER EMERGENCY RELEASE OIF Sl'Rl\J"f. 
I smu-r REMO\'! All.. SHOULD !REQUIRE ONl y A SHARP "fUG. 
I 

1 CHECK CONrn"f�ON OIF lHE 3 SCIREWS AND 3 NU"f!Pl.A "fES 
1 SE��NG '9l" IBMClKIEii ON DOOR IRIE�CE �F NIEEDEDi 

I "fO fPREVIENu STIRl!Jf IFIROM IP1UlLUNG !BMCK!Eu lOOSE 
L---------------------------------

#1 HOU) DOOR OPEN W�TH DUCT
u APE FROM DOOR TO ROOIF DUR�NG
STRUT �NS'f AllA T�ON

.F. A A: 

A:P�RO)l'Ell 

NOV 151996 
,.W-4-- /4UL-l/6L 
�ICAGO AIRCRAFlJ 

CERTIFICATION OFFIC.EI 

NOT� 

#2 REMOVE SCREWS
HOlD�NG ROD GUDE AND 
ROD. lOOSEINl LOCKNUT; 
UNSCRIEW ROD FIROM Cl!EV�S. 
D�SCARD ROD; NUTJ SCRIE\WJS 
AND ROD GUDE. 

DWG No. LUGBKTDl 

09/10/96 ...... _____..,, PAGE -1- DETAIL #1 < 6WLLJG01 ) 



IPA-24-260 LUGGAGE DOOR STRUT STC No. SA307CHI 

=SECTION 2.0 PARTS LIST= 

PART NUMBER NO. REQ DESCRIPTION 
STRUT2 
LUGBKT 

1 
1 
1 
1 
2 
1 

17" (30PSI) PNEUMATIC STRUT 
LUGGAGE DOOR BRACKET / .FA'/\ 

BALL 
AN526C832R8 
AN526R1032R8 
PLACARD 

BALL STUD ASSEMBLY 
SCREW 
SCREW 
STRUT RELEASE PLACARD 

=SECVON 3.0 PAPERWORK= 

:A: F! P R O V E 0 

N~l 51996 
~~ If c..1£ - 116 L 

CH CAGO AIRCRAFT 
:CERTIFICATION OFFIC.El 

.CENTRAL REGION 

Perform paperwork (337 and log book entries). Place Supplemental Type Certificate and 
KNOTS 2U, INC. Maintenance Manual with log books. 

Weight and balance change= Negligible 

PART A. INSPECTION 

= SECTION 4. D MAINTENANCE MANUAL = 

KNOTS 2U. INC. 

PIPER PA-24-260 

LUGGAGE DOOR STRUT 

1 . During annual or 100 hour inspections, inspect attachment hardware and confirm 
strut pressure is sufficient to retain luggage door in open position, 

PART 8. MAINTENANCE 

2. If the attachment hardware is found to be excessively worn or loose during the 100 
hour/annual inspection, it should be replaced. 

3. If the strut pressure is insufficient to support door in open position it should be 
replaced. 

PART C. CRACKING OR DEFECTS 

1 . If a crack is found in the door area where the triangular door bracket is attached, 
repair the crack according to FAR 43.13 1 A Acceptable Methods, Techniques, and 
Practices Aircraft Inspection and Repair, Chapter 2. 
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